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	     1 IDENTIFICATION OF SUBSTANCE AND MANUFACTURER

	

	Substance: 
	S42 Ultra Neoprene Cement

	Supplier:
	Peak Performance Products Ltd
Gil House, Unit 3 Hardwick Court
Hardwick View Road     
Holmewood Industrial Estate    
Chesterfield      
S42 5SA

www.peakpp.co.uk
info@peakpp.co.uk

	Use:
	Industrial Adhesive

	Telephone Urgencies:
	(+44) 1246 855333

	     

	     2   COMPOSITION / DATA ON COMPONENTS

	

	

	Components :
	Nº EINCS
	EEC Symbol
	% Weight
	R - Phrases

	Toluene
	203-625-9
	F, Xn
	< 20
	11-38-48/20-63-65-67

	Isohexane 
	265-151-9
	F, Xn, N
	< 25
	11-38-51/53-65-67

	Heptane
	205-563-8
	F, Xn, N
	< 15
	11-38-50/53-65-67

	Acetone 
	200-662-2
	F, Xi
	< 20
	11-36-66-67

	Ethyl Acetate
	205-500-4
	F,Xi
	< 10
	11-36-66-67

	2-Butanone
	201-159-0
	F,Xi
	< 10
	11-36-66-67

	

	        Full text of each relevant R phrase can be found in heading 16.

	     3  HAZARDS INDENTIFICATION

	

	- Hazard designation:


	  Xn
Harmful

  F
Highly flammable 

  N 
Dangerous for the environment

	- Information pertaining to particular dangers for man and environment:

	Highly flammable 

Irritating to skin.

  Harmful: danger of serious damage to health by prolonged  

  exposure through inhalation. 

Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.  

Possible risk of harm to the unborn child.

Repeated exposure may cause skin dryness or cracking.

Vapours may cause drowsiness and dizziness.

	

	     4   FIRST AID MEASURES

	

	- After inhalation:

Move to fresh air in case of accidental inhalation of vapours. Consult doctor in case of complaints. In case of unconsciousness bring patient into a stable side position for transport.

- After skin contact:

Instantly wash with water and soap and rinse thoroughly. If skin irritation continues, consult a doctor.

- After eye contact:

Rinse opened eye for several minutes under running water. Then consult doctor.

- After swallowing:

Do not induce vomiting; call for medical help immediately.


	     5   FIRE FIGHTING MEASURES

	

	Suitable extinguishing agents:

Water spray. Alcohol-resistant foam. Fire-extinguishing powder. Carbon dioxide.

For safety reasons unsuitable extinguishing agents Water with full jet.

Special hazards caused by he material, its products of combustion or resulting gases:

Formation of toxic gases is possible during heating or in case of fire.

Protective equipment:

Wear self-contained respiratory protective device



	

	     6   ACCIDENTAL RELEASE MEASURES

	

	- Person-related safety precautions:
Ensure adequate ventilation. Keep away from ignition sources. Use respiratory protective device

Aga inst the effects of fumes/dust/aerosol.

- Measures for environmental protection:

Do not allow to enter sewers/ surface or ground water.

- Measures for cleaning/collecting:

Pick up mechanically.

	

	     7   HANDLING AND STORAGE

	

	- Handling

- Information for safe handling:

Ensure good ventilation/exhaustion at the workplace.

- Information about protection against explosions and fires:

Keep ignition sources away – Do not smoke. Protect against electrostatic charges. 

Fumes can combine with air to form an explosive mixture.

- Storage

- Requirements to be met by storerooms and receptacles:

Prevent any seepage into the ground.

- Information about storage in one common storage facility:

Store away from foodstuffs.

- Further information about storage conditions:

Protect from frost. Keep receptacle tightly sealed. Protect from heat and direct sunlight. 

Store receptacle in a well ventilated area. Store in dry conditions.



	

	     8   EXPOSURE CONTROLS AND PERSONAL PROTECTION

	

	- General protective and hygienic measures
 The usual precautionary measures should be adhered to when handling chemicals. 

Keep away from foodstuffs, beverages and feed. Wash hands before breaks and at the end of the work. Immediately remove all soiled and contaminated clothing.

- Breathing equipment:

Use suitable respiratory protective device in case of insufficient ventilation.

- Protection of hands:
Solvent resistant gloves.

- Eye protection:

Safety glasses 



	Components with limit values: 
	Nº EINCS
	TLV-TWA:

	Toluene
	203-625-9
	188 mg/m3 (50 ppm)

	Isohexane 
	265-151-9
	1760 mg/m3 (500 ppm)

	Heptane
	205-563-8
	1640 mg/m3 (400 ppm)

	Ethyl Acetate
	205-500-4
	1400 mg/m3 (400 ppm)

	2-Butanone
	201-159-0
	590 mg/m3 (200 ppm)

	Acetone
	200-662-2
	1210 mg/m3 (500 ppm)

	      

	

	     9   PHYSICAL AND CHEMICAL PROPERTIES

	

	- Form: Viscose liquid. 

- Odour: Solvent-like

- Boiling point:> 35ºC

- Flash point: < 21ºC

- Ignition temperature: > 240ºC

- Solubility in water: Immiscible

- Specific gravity at 20ºC: 0.7-0.95 g/cm3
- Explosion limits: Lower 0.6%    Upper 15.0%



	

	     10  STABILITY AND REACTIVITY

	

	  No decomposition if used according to the specifications. Inflammable gases/vapours.



	

	     11 TOXICOLOGICAL INFORMATION

	

	  Health injuries are not known or expected under normal use. 

  Inhalation of vapours may cause irritation of the respiratory system in very susceptible persons. 

  May cause skin and eye irritation in susceptible persons.

  Inhalation of vapours in high concentration can cause narcotic effects.



	

	     12 ECOLOGICAL INFORMATION

	

	Ground
	Do not allow product to reach ground water, water course or sewage system.

	Water: 
	Toxic for aquatics organisms.

	 

	     13  DISPOSAL CONSIDERATIONS 

	

	Disposal must be made according to official regulations. 

      Offer rinsed packaging material to local recycling facilities.



	     

	     14 TRANSPORT INFORMATION

	

	ADR
	ClassClass
	3

	
	Packing Group (PG)Packaging group
	II

	
	Classification Code:
	F1

	
	Hazard - No.:
	33

	
	UN - No.:
	1133

	
	Label:
	3

	
	Technical Name:
	ADHESIVES

	
	Additional information:
	Special provision 640H

	
	
	

	IMDG
	Class.Class
	3

	
	Packing Group (PG)Packaging group
	II

	
	UN - No.:UN Number
	1133

	
	Label:
	3

	
	EmS:
	F-E ,S-D

	
	Correct technical name:
	ADHESIVES

	
	Marine pollutant:
	--

	
	
	

	     15   REGULATIONS

	

	MARKINGS 
	RISK PHRASES:
	SECURITY PHASES:

	
	
	

	F, Xn, N
	R 11-36/38-48/20-50/53-63-65-67
	S  2-7/916-26-51

	
	

	RISK PHRASES (R):
	

	
	

	R-11.
	Highly flammable.

	R-36/38
	Irritating to eyes and skin

	R-48/20
	  Harmful: danger of serious damage to health by prolonged   

 exposure through inhalation.

	R-50/53
	Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.

	R-65.
	Harmful: may cause lung damage if swallowed.

	R-63.
	Possible risk of harm to the unborn child.

	R-67.
	Vapours may cause drowsiness and dizziness..

	
	

	SECURITY PHASES (S):
	

	
	

	S-2.
	Keep out of the reach of children.

	S-7/9.
	Keep container tightly closed and in a well-ventilated place.

	S-16.
	Keep away from sources of ignition - No smoking.

	S-25.

	Avoid contact with eyes.

	S-51.
	Use only in well-ventilated areas.

	
	

	
	

	

	     16   OTHER INFORMATION

	

	This information is based on our present knowledge. However, this shall not constitute a guarantee for any specific product features and shall not establish a legally valid contractual relationship.



	Full text of the R-Phrases in chapter 2:

	

	R-11.
	Highly flammable.

	R-36.
	Irritating to eyes.

	R-38.
	Irritating to skin.

	R-48/20.
	Harmful: danger of serious damage to health by prolonged exposure through inhalation.

	R-50/53
	Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.

	R-51/53.
	Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.

	R-62.
	Possible risk of impaired fertility.

	R-63.
	Possible risk of harm to the unborn child.

	R-65.
	Harmful: may cause lung damage if swallowed.

	R-66.
	Repeated exposure may cause skin dryness or cracking.

	R-67.
	Vapours may cause drowsiness and dizziness.
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